
Carico massimo
Verricello

850  kg
(1874  lbs)

850  kg
(1874  lbs)

Carico massimo

250 kg
(551 lbs)

Stabilization

Reduced stabilization        94Kg

Cestello

250 kg
(551 lbs)

Stabilization

Reduced stabilization        94Kg

-5 m 
(16.4 feet)

-5 m
(16.4 feet)

23KB23 20KB

  400 kg
(882 lbs)

400 kg
(882 lbs)

23KB23 20KB
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F
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F 4000 158
mm in

Large area

TWO TYPES OF STABILIZATION AVAILABLE IN
AERIAL PLATFORM MODE:
NORMAL AND REDUCED

NORMAL

REDUCED

F

F

F 4000 158
mm in

Area grande

IN MODALITÀ UNDERBRIDGE, SOLO UN TIPO
DI STABILIZZAZIONE DISPONIBILE: NORMALE

NORMALE

F

F

F 4000 158
mm in

Area grande

IN MODALITÀ GRU, SOLO UN TIPO
DI STABILIZZAZIONE DISPONIBILE: NORMALE

NORMALE

F

F

F 4000 158
mm in

Area grande

IN WINCH MODE, ONLY ONE TYPE
OF STABILIZATION AVAILABLE: NORMAL

NORMALE

Max. Altezza di lavoro
Sottoponte

Crane
Maximum load

207.23 Lbs
207.23 Lbs


